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Dragonboard Technical Data 
Sheet  
  

Overview 

 

Dragonboard is a magnesium based construction board, 

which is highly durable, non-combustible, fire, moisture, 

mould and insect resistant board that can be used for a 

variety of applications. 

 

 
 

Application 

 

Dragonboard is an adaptable solution perfect for various 

construction needs, both inside and outside. When used 

internally, it serves as an excellent wall liner, providing a 

stronger alternative to traditional plasterboard. For 

external applications, its versatility shines through, 

offering a suitable surface to support a wide array of 

finishes. 

 

 
 

Product information  

 

Criteria Value 

Reaction to fire  A1/A1FL 

Density  approx. 1000kg/㎥ 

Dimensional Tolerance Length & 

width 

+/- 2mm 

Dimensional Tolerance Thickness +/- 0.2mm 

Thermal Conductivity  0.39W/(mK) 

 

 
 

 

 

 

Board weight 

 

Dragonboard is available in a range of sizes and thickness 

with varying weight. The table below provides an 

indication of the weight for our standard size board in a 

range of different thicknesses. 

 

Thickness (mm) Dimensions (mm) weight (kg) 

3 1220 x 2440 9 

6 1220 x 2440 18 

9 1220 x 2440 27 

12 1220 x 2440 36 

15 1220 x 2440 45 

18 1220 x 2440 54 

 

(1 mm of thickness is equivalent to approximately 3 kg of 

weight based on standard board dimensions.) 
 

➢ Weight of standard  12mm board sizes 

 

Sizes (mm) weight (kg) 

12 x 1220 x 2440 36 

12 x 1220 x 2750 41 

12 x 1220 x 3050 45 

 

➢ Weight of standard 18mm Flooring  

 

Sizes (mm) weight (kg) 

18 x 610 x 2440 27 
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Attributes 

 

 

 

 
 
 
 

 

 

Storage  

 

Boards should be stored on a flat surface, raised from the 

ground (pallet or similar), in dry conditions indoors or 

suitably covered outdoors. Boards should not be left 

leaning upright for long periods of time. 

 

 
 

Handling Dragonboard 

 

When handling Dragonboard, it is essential to have two 

individuals involved. The board should be handled as follows: 

either flip it onto its long edge and carry it vertically, or hold it 

horizontally by grasping the long edge with both hands. Ensure 

that your arms are spread wide to prevent any bending during 

transport. 
 

 

 
 

Cutting Dragonboard 

 

Dragonboard can be cut with a hand saw or using 

handheld power tools such as a circular saw or plunge 

saw. For power tool cuts, we recommend using a 

polycrystalline diamond (PCD) tipped blade, which is more 

durable and suitable for the harder Dragonboard material 

compared to other cutting blades. 

 

When cutting Dragonboard, follow these important health 

and safety guidelines: Wear gloves, eye protection, and a 

dust mask or respirator. Whenever possible, use dust 

extraction equipment to minimise airborne particles. 

 

 
 

 

Fire Resistant 
Dragonboard is A1 and A1FL fire rated. 
 

Water/Moisture Resistant  
Dragonboard will not physically deteriorate when subjected 

to water or moisture. 
 

Impact Resistant  
Dragonboard will withstand abuse, including surface 

impact. 
 

Mould Resistant  
Dragonboard is a non-nutrient therefore, does not support 

the growth of mould, mildew, fungus or insect life.  
 

Strong and Durable 

Dragonboard is a strong and durable building material. 

 

Insect/Rodent Resistant  
Dragonboard is resistant to rodent infestation like mice, 

rats and insects. 
 

Breathability  
The  breathable nature of Dragonboard allows it to dry out 

and expel moisture without compromising its strength and 

integrity. 
 

Non-combustible 

Dragonboard is non-combustible and has a zero smoke and 

flame rating. 
 

Environmental exposure 

Dragonboard is suitable for use in all weather conditions 
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